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underdeck passages, etc.) shall be pro-
vided for the protection of the crew in
getting to and from their quarters, the
machinery space and all other parts
used in the necessary work of the ves-
sel.

(e) Deck cargo carried on any vessel
shall be so stowed that any opening
which is in way of the cargo and which
gives access to and from the crew’s
quarters, the machinery space and all
other parts used in the necessary work
of the vessel, can be properly closed
and secured against the admission of
water. Effective protection for the crew
in the form of guard rails or life lines
shall be provided above the deck cargo
if there is no convenient passage on or
below the deck of the vessel.

[CGFR 68-60, 33 FR 10062, July 12, 1968, as
amended by CGFR 68-126, 34 FR 9014, June 5,
1969; CGD 74-164, 41 FR 1470, Jan. 8, 1976]

§42.15-80 Special conditions of assign-
ment for Type “A” vessels.

(a) Machinery casings. Machinery cas-
ings on Type “A’ vessels as defined in
§42.09-5(b) must be protected by an en-
closed poop or bridge of at least stand-
ard height, or by a deckhouse of equal
height and equivalent strength, except
that machinery casings may be exposed
if there are no openings giving direct
access from the freeboard deck to the
machinery space. A door complying
with the requirements of §42.15-10 is
permitted in the machinery casing if it
leads to a space or passageway which is
as strongly constructed as the casing
and is separated from the stairway to
the engine room by a second weather-
tight door of steel or equivalent mate-
rial.

(b) Gangway and access. (1) An effi-
ciently constructed fore and aft perma-
nent gangway of sufficient strength
shall be fitted on Type “A’ vessels at
the level of the superstructure deck be-
tween the poop and the midship bridge
or deckhouse where fitted, or equiva-
lent means of access shall be provided
to carry out the purpose of the gang-
way, such as passages below deck. Else-
where, and on Type ““A” vessels with-
out a midship bridge, arrangements to
the satisfaction of the assigning au-
thority shall be provided to safeguard
the crew in reaching all parts used in
the necessary work of the ship.
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(2) Safe and satisfactory access from
the gangway level shall be available
between separates crew accommoda-
tions and also between crew accom-
modations and the machinery space.

(c) Hatchways. Exposed hatchways on
the freeboard and forecastle decks or
on the tops of expansion trunks on
Type “A’” vessels shall be provided
with efficient watertight covers of
steel or other equivalent material.

(d) Freeing arrangements. (1) Type “A”’
vessels with bulwarks shall have open
rails fitted for at least half the length
of the exposed parts of the weather
deck or other effective freeing arrange-
ments. The upper edge of the sheer
strake shall be kept as low as prac-
ticable.

(2) Where superstructures are con-
nected by trunks, open rails shall be
fitted for the whole length of the ex-
posed parts of the freeboard deck.

[CGFR 68-60, 33 FR 10063, July 12, 1968, as
amended by CGFR 68-126, 34 FR 9014, June 5,
1969; CGD 79-153, 48 FR 38647, Aug. 25, 1983]

Subpart 42.20—Freeboards

§42.20-3 Freeboard assignment: Type
“A” vessels.

(@) A Type “A” vessel is assigned a
freeboard not less than that based on
Table 42.20-15(a)(1) provided that the
vessel meets the flooding standard in
§42.20-6.

(b) A vessel that meets the require-
ments of Subpart D, F, or G of Part 172
of this chapter is considered by the
Coast Guard as meeting the flooding
standard referenced in paragraph (a) of
this section.

[CGD 79-153, 48 FR 38647, Aug. 25, 1983 as
amended by CGD 79-023, 49 FR 26593, June 28,
1984]

§42.20-5 Freeboard assignment: Type
“B” vessels.

(a) Each Type “B’ vessel is assigned
a freeboard from Table 42.20-15(b)(1)
that is increased or decreased by the
provisions of this section.

(b) Each Type “B’ vessel that has a
hatchway in position 1, must have the
freeboard assigned in accordance with
paragraph (a) of this section increased
by the amount given in Table 42.20-5(b)
unless the hatch cover complies with:

(1) Section 42.15-25(d); or



